+ Material Width: 925mm

+ Loading weight 5T

+ Raw Material Thickness: 0.4--1mm (Yield Strength 235-345MPA)
- Speed: 10-12 mimin

+ Main Motor Power. 5.5 KW

- Roller Stands: 16 stations

Material of Roller: 45# steel, coated with hard chrome 0.05mm.

+ Transporting Type: 1.0° Chain Transmission

* Material of Shafts: High grade 45#

+ Axis Diameter. 70mm

- Voltage: 380V, 3 Phase 50Hz { or to local requ )
* Machine Weight: 5.8 Tons

* Machine Dimension: about 8300mm{L) x 1500mm{W) x 1300mm(H)
« Type of Cutting: Hydraulic cutting

* Material Of Blade: Cr12 Steel;

+ Cutting Tolerance: +-2mm

* Heat Treatment of Cutting Blade: HRC 50-80

+ Hydraulic Motor Power: 4 KW

- Electrical Control: PLC Frequency Control System with touch screen
+ PLC Brand: Japanese Mitsubishi Brand Encoder Frequency Control System
+ Transducer: ABB

- Size of PLC Control Board: 700mmiL)x1000mm{H)x300mmi{W)

* Electrical control system: Japanese Panasonic PLC Board




